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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 



^^^Eii^^^^^tt^i f /UJ^i^NS ^g^^Ts^,^^! \V t >^?!i . =i : A ± \ltK?sPS^^ 



IS 7257 (1973): Trunks, steel, domestic [MED 33; 
Cutlery and Domestic Hardware] 




Jawaharlal Nehru 
'Step Out From the Old to the New" 



Utensils, 



aj^&vi iJii^s:y>K^ isb^^ni^seg 



:<>5&i| mT'5K^5?::5:^>^i»l 



K^^^iXSVCd^ 



Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 



Bhartrhari — Nitisatakam 
''Knowledge is such a treasure which cannot be stolen" 




^'^^^r 



k 




BLANK PAGE 



^*-^^^ 





PROTECTED BY COPYRIGHT 



Indian Standard 

SPECIFICATION FOR 
TRUNKS, STEEL, DOMESTIC 

( Third Reprint AUGUST 1998 ) 
UDC 685.511[669.1A] 



18:7257-1973 

( Rcadinncd 1994 ) 



© Copyright 1974 

BUREAU OF INDIAN STANDARDS 

MANAK BHAVAN. 9 BAHADUR SHAH ZAFAR MARC 
NEW DELHI 110002 

Gr 2 July 1974 



AMENDMENT NO. 1 JUNE 1992 

TO 

IS 7257 : 1973 SPECIFICATION FOR TRUNKS, STEEL, 

DOMESTIC 



( Page 5, Table \,col5and6) — Substitute 'Nominar for *Min\ 
( Page 5, clause 5.1 ) — Insert the following new clause after 5.1: 
'5.1.1 The following tolerances shall apply to the dimensions given in Table 1: 

Tolerance 
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Indian Standard 

SPECIFICATION FOR 
TRUNKS, STEEL, DOMESTIC 

0. FOREWORD 

0.1 This Indian Standard was adopted by the Indian Standards Institution 
on 26 November 1973, after the draft finalized by the Domestic Hardware 
Sectional G)mmittcc had been approved by the Consumer Products and 
Medical Instruments Division Council. 

0.2 In the preparation of this standard, assistance has been derived from 
Export Inspection Council specification for * Steel Trunk ' ( Notification 
SO: 4454 Gazette of India Extraordinary 14 December 1967, Part 11 — 
Section 3 ) . 

J In this standard, emphasis has been laid on the proper type of material 
to be used and good workmanship keeping in view the users acceptal/ility as 
well as implemcntability of the standard. Though the users are free to have 
the sizes and dimensions of their choice, a few sizes have been given for the 
purpose of their guidance. 

0.4 This standard is one of a series of Indian Stanclird specifications on 
domestic hardware. 

0.5 For the purpose of deciding whether a particular requirement of this 
standard is complied with, the final value, observed or calculated, expressing 
the result of a test or analysis, shall be rounded off in accordance with 
IS : 2-1960*. The number of significant places retained in the rounded off 
value should be the same as that of the specified value in this standard. 



1. SCOPE 

1.1 This standard lays down the requirements for domestic steel trunks. 

2. TERMINOLOGY 

2.0 For the purpose of this standard, following definition shall apply, 
*Rulc5 for rounding off numerical values ( revised ) . 

3 
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2.1 Steel Tmnk — Any box made of galvanized steel or black steel sheets 
and provided with a lid and handles. 

3. CLASSBFICATION 

3.1 The steel trunks shall be classified in three sizes as given below: 
Size 

I Large ( big steel trunks ) 

II Medium ( trunks ) 

III Small ( suitcases ) 

4. MATERIALS 

4.1 The various components of steel trunk shall be made from the following 
materials: 



Component 
Body and lid 



Hinges ( cranked) 



Hasps and staples 
Handles 



Stiffeners, strips and 
wires 

Rivets 



Material 
Galvanized steel sheet 
( plain ) 



or 



Cold rolled carbon 
steel ( black steel ) 
sheet 

Mild steel 



Mild steel or brass 

Cold rolled steel sheet 

or 
M. S. bar of mimmum 
8 mm diameter 

Mild steel 



Mild steel wire 



Conforming to 
Class 3 of IS : 277- 
1969* 

Type D of IS : 513- 

1973t 

IS:1341.1970t 

or 
IS:206-1962§ 

15:363-197011 

Shall satisfy the re- 
quirements given in 
8.1 and 8.2 

Shall satisfy the re- 
quirements given in 
8.1 

IS: 866-1 957t 



5. DIMENSIONS 

5.1 Nominal dimensions of trunks shall be according to Table 1 . 

*Specification for galvanized steel sheets ( plain and corrug^ated ) ( second revision). 
tSpecification for cold rolled carbon steel sheets ( second revision ). 
^Specification for steel butt hinges ( second revision ). 
^Specification for tee and strap hinges ( revised). 
ijSpccification for hasps and staples { second revision ). 
^ISpecification for tinmen's rivets. 
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TABLE 1 DIMENSIONS OF STEEL TRUNKS 

{Clause 5.1 ) 
All dimensions in millimetres 



Thitnk Size 




Nominal DimeNvSIons 


SiiEFT Thick NESS, Min 




t — - 
Length 


Width 


Height 


Cold- 

Kolled 

Carbon 

Steel Sheet 


Galvanized 
Steel 
Sheet 


(1) 


(2) 


(3) 


(4) 


{^) 


(r>) 


I I^rge 


1 200 


710 


710 


o-ao 


(1-80 


( big steel trunks ) 


1 rco 


650 


€00 


O-BO 


80 


II Medium 


800 


500 


310 


0-63 


0-C3 


( trunks ) 












III Small 


600 


4O0 


300 


0-50 


0-63 


( suitcases ) 


500 


300 


200 


0-50 


0-63 




450 


300 


200 


0-50 


0-63 



5.2 The trunks may have dimensions other than those given in this standard 
subject to agreement between the manufacturer and the purchaser. 

6. MANUFACTURE 

6.1 Suitable stilTeners shall be provided wherever required to make tlie body 
strong and rigid. Tlie rim of the lid shall be uniformly beaded and suitably 
stiffened with mild steel wire. The lid shall be flush and fit free on the 
joggled top end of the body. 

6.2 The lid of steel trunk shall be so fixed that when fully-opened it sliall not 
fall of its own weight, unless pulled and closed in position. 

6.3 The handle with its fittings and attachments shall be strong and shall not 
yield under normal usage. Large trunks shall be provided with two handles 
on each side. They shall be symmetrically located from the vertical edge. 
Medium trunks and small trunks shall have one handle at ear h of the two 
sides and the front and they shall have only formed handle in the front. The 
handles shall be centrally located. The front handle shall be fixed in such 
a manner that it shall not interfere with the lock while lifting or pulling the 
trunk. The side handles shall be fixed such that they shall open for not 
more than 100' in order to avoid pinching of the fingers between handle and 
side while lifting the loaded trunk. The clearance between body of trunk 
and inner face of handle shall be ample enough to facilitate gripping. 
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6.4 Hinges, hasps and staples may have designs different than those given in 
their specifications mentioned in 4.1 but for all other requirements they shall 
adhere to their respective specifications. 

6.5 Large trunks shall be provided with two sets of hasps and staples in the 
front, while medium and small trunks may have one or two sets of hasps and 
staples depending upon choice of the purchaser. Minimum number of hinges 
for large trunks shall be three while for all other types two hinges shall be 
provided. 

6.6 In order to avoid full ground contact, large trunks shall be provided 
with stiffeners at the bottom ( outside ), while medium and small tnmks shall 
have one protrusion near each of the four bottom corners. The lid of the 
trunks may also have formed ribs, if desired by the purchaser. 

6.7 Certain other provisions such as inside pockets or locks in the trunks and 
suitcases, and alternative arrangements other than those specified in 6.5 
and 6,6 may also be made as per agreement between the manufacturer and 
the purchaser. 

7. WORKMANSHIP AND FINISH 

7.1 Steel trunks shall be finished smooth, without any sharp edges, burrs, 
dents or omer constructional defects. They shall be sufficiently strong and 
rigid so as not to buckle or yield under normal usage. 

7.2 Except galvanized steel trunks, all other steel trunks shall be painted 
inside as well as outside according to IS : 2074-1962* and IS : 2933-1964t in 
various colours as required by the purchaser. Prior to painting, they shall be 
properly cleaned and degreascd, then one coating of primer, one coating of 
undercoat and two finish coatings shall be given by brushing or spraying 
with subsequent air drying with every coat. Tlbe resulting finish shall be able 
to satisfy the test requirements laid down in the specifications mentioned 
above. 

8. TESTS 

8.1 Mild steel wires, bars and strips used in the manufacture of trunks shall 
satisfy the following bend test. 

8.1.1 The material when cold shall withstand without developing cracks, 
being doubled over either by pressure or by blows from hammer, until the 
internal radius is equal to the diameter or thickness of the material and the 
sides are parallel. 

•Specification for ready mixed paint, red oxide-zinc chrome, priming. 
• fSpecification for enamel, exterior, Type 2, (a) undercoating, (b) finishing, colour 
as required. 
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8.2 Handle Test — The handles shall be tested to withstand a total load to 
be calculated at the rate of 0*53 kg/dm' of the outside volume of trunk. 

93 Test for Soundness of the Joints 

8.3.1 Drop Test for Medium and Small Trunks — The trunk shall be 
dropped from a height of 120 cm, once on the largest flat surface, once on 
longest edge and once on any corner of its own. The trunk shall not be 
damaged after the test. 

8.3.2 Rolling Test for Large Trunks — The trunk shall be subjected to 
rolling on its sides either 6 metres forward and 6 metres backward or 12 
metres in one direction only. The trunk shall not be damaged after the test. 

9. SAMPLING 

9.1 Sampling procedure and acceptance criteria for steel trunks shall be as 
agreed to between the purchaser and the supplier. A recommended scheme 
for the same is given in Appendix A. 

10. MARKING 

10.1 Each trunk shall be legibly stamped on the vertical side with the 
manufacturer's name, recognized trade-mark and any other information 
desired by the nurchaser. 

10.1.1 The product may also be marked with Standard mark. 

16.2 The use of the Standard Mark is governed by the provisions of the 
Bureau of Indian Standards Act, 1986 and the Rules and Regulations made 
thereunder. The details of conditions under which the licence for the use of 
Standard Mark may be granted to manufacturers or producers may be obtained 
from the Bureau of Indian Standards. 



11. PACKING 

11.1 Packing shall be done as per agreement between the purchaser and the 

supplier. 

APPENDIX A 

( Clause 9 A ) 

SAMPLING SCHEME AND CRITERIA FOR CONFORMITY FOR 
DOMESTIC STEEL TRUNKS 

Al. SAMPLING 

A-1.1 Lot — In any consigrmient all the trunks of the same, type, size and 
manufactured from the same material under essentially similar conditions of 
manufacture shall be grouped together to constitute a lot. 
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A-1.1.1 For ascertaining the conformity of a lot to tho requirements of 
this standard, the sample of trunks shall be selected and tested separately for 
each lot. 

A"1.2 The number of tnaiks to be selected at random from a lot shall depend 
upon the size of the lot and shall be in accordance with col 1 and 2 of 
Table 2. 



TABLE.^ 


SAMPLE SIZE AND CRITERIA FOR CONFORMITY 




[.OT SiZK FoK Dimensions, 
( No. OF Trunks 'in Materials and 

THE Lot) WOUKMANSHIP 


For Handle Test and the 
Test foh Soundness of 
Joints 




Sample Size 


Permissible 

No. of 
Defectives 


Sub-sam 
Size 


pie Permissible 
No. of 
Defectives 


(I) 


(2) 


(3) 


(4) 




{'>) 


Up to 100 


8 





2 







101 to 150 


13 


I 


2 







151 „ 300 


20 


2 


3 







301 „ SCO 


32 


3 


5 







501 „ 1000 


50 


5 


8 







1 001 and above 


80 


7 


13 




1 



A-1.2.1 The trunks in the sample shall be selected at random from the lot 
and in order to ensure the nmdomncss of selection, procedures laid down in 
IS : 4905- 19G8* may be followed. 

A- 1.3 Number of Tests and Criteria for Conformity 

A-1.3.1 For Dimensions, Material and IVorkmanship — ■ The trunks selected 
at t ording to A- 1.2 and A-1.2.1 shall be inspected for dimensions, material 
and workmanship. Tiie lot shall be considered as confonriing to these 
requirements if the mnnber of trunks failiru^ in any one or more of ijie 
re(iuiremcnls docs not exceed the permissible number of defective trunks 
given in col 1^ of Table 2. 

A-l.3.2 For Handle Test and Soundness of Joints Test' — The lot having been 
found tonfonning under A-1.3.1 shall be inspected for handle test and 
soundness of joint test. For this pinpose i^ number of trunks in accordance 
with col 4 of Table 2 shall be selected at random from those inspected and 
found conforming under A-1.3.1, and subjected to the handle test and the 
soundness of joints test. The lot shall be considered as confoniiing to the 
requirements of these tests if the number of trunks failing in any one or more 
of the tests does not exceed the permissible number given in col 5 of Table 2, 

•Methods For random sampling. 



AMENDMENT NO. 1 JUNE 1992 

TO 

IS 7257 : 1973 SPECIFICATION FOR TRUNKS, STEEL, 

DOMESTIC 



(Page 5, Table 1, co/ 5 fl/u/ 6) — Subslitutc 'UominaV for 'Min\ 
( Page 5, clause 5 A ) — Insert ihe following new clause after 5.1: 
'5.1.1 The following tolerances shall apply to the dimensions given in Table 1: 

Tolerance 



i) Length and width 

for all sizes 
ii) f Size I 

Height I Size II 
Vsizc UI 
iii) Sheet thickness 



± 5 mm 
± 2 percent 
± 3 percent 
± 3 percent 
± 10 percent 



(MTD31) 
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